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Using the Guardian System with InterCall / Chub systems

HJM301 Floor pad sensor

HJM341 Transmitter HJM342 Cable

HJM343M Mattress Pad Sensor (with pocket)

HJM341 Transmitter
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HJMB343S Seat Pad Sensor (with pocket)

HJM341 Transmitter
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Nurse Call Handset

Follow the instructions in the
guardian IFU for setting up the

system

Connect a HLVOOB Y connector into
nurse call system (if you want to use the
Guardian and a nurse call button)
Connect nurse call handset to one
connector and a HIM309 cable to the
other connector

Connect the other end of the HIM309
cable into the bottom of the HIM340
Guardian receiver socket marked
(nurse call)

Pair the HIM431 transmitter to the
Guardian receiver then connect it to
mattress pad.

If you are using a floor sensor pad, use
the HIM342 cable and attach the
transmitter somewhere it will not be
damaged using the hook and loop pads
(supplied)

If you are using a seat or mattress sensor
plug the sensor into the transmitter and
secure the transmitter in the pocket on
the sensor.

You can use the Guardian transmitters
with older wired sensor mats by using the
HJRO78 adapter cable

operation at regular intervals.
e Read the Guardian instructions carefully.

replacement parts.

e Carry out a risk assessment to ensure this system is suitable for intended use and test system for correct

e Ifany parts of the system become damaged take the unit out of service and contact Harvest Healthcare for

¢ If you have any doubts about the above, please contact Harvest Healthcare Ltd.




Stereo Jack-Plug

A stereo jack plug can
be identified by the 2
black insulation bands

HJM309 Cable

6.35MM mono jack-
plug with 6.35mm
mono jack-plug

Used to connect the
HJM340 guardian
receiver to the nurse
call system

HJM342 Cable

RJ11 plug to 3.5mm
mono jack-plug.

Used to connect
HJM341 transmitter to
HJM301 Floor pad
sensor

HJM330.M
6.35MM mono jack-

plug with to nurse call
button

HLV006 Y Connector

6.35mm stereo jack-plug to 2 x 6.35mm

sockets.

HJRO78 Cable

RJ11 plug to 6.35mm
mono jack-plug socket

Used to connect the
HJM34 1 to older wire
sensor mats

HJM302 Sensor Mat
Cover

Used to protect and
hide the HUIM301 floor
sensor mat

Mono Jack-Plug

A mono jack plug can
be identified by the
single black insulation
band




